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    ● �new design Elite Pro: ergonomic cut, modified shoulder 
area, adjusted pocket flaps, additional silver reflective lining, 
fashionable silver reflective elements

    ● light material composition
    ● new DEVA DIAMOND outer shell
    ● great heat properties

    ● new 3D thermal barrier 
    ● improved mechanical parameters
    ● fantastic breathability   
    ● high-quality PTFE membrane
    ● breathable anti-wicking barrier
    ● colour - navy blue, red, wet sand
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    ● �the whole EN 469:2020 tested after 30 washing cycles at 60 °C

Tested on 25 washing cycles 
in LCO2 (liquid CO2):  

without damage

Burn injury prediction according 
to ISO 13506: 

0 % of 2nd and 3rd degree burn injury 



Panic zipper 

Microphone loops

Lamp holder

Napoleon pocket #3

Radio pocket

Pocket with D-ring 

Pocket with carabine 

Inspection zipper #4

Sleeves adjustment

Reinforced sleeves

Higher waist

Removable braces

Waist adjustment

Thigh pocket and 
knife pocket 

Removable knee paddings

Optional back lettering #1

Padded shoulders

Shaped sleeves #2

Perforated 
reflective tapes

Elbow paddings

#1

#2

#3 #4

MATERIAL ASSEMBLY:
OUTER SHELL: 93 % meta aramid, 5 % para aramid, 2 % PA Antistatic, 210 g/m2 
MEMBRANE: 44 % meta aramid, 21 % para aramid, 35 % PTFE-PU FR , 110 g/m2 
THERMAL BARRIER: 67 % aramid, 32 % viscose FR, 1 % PA Antistatic, 220 g/m2
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www.deva-fm.cz


